Western Area Power Administration Starting Forecast Month: March 2022
Sierra Nevada Region
Twelve-Month Forecast of CVP Generation and Base Resource
March 2022 Through February 2023
Values at Load Center (Tracy Substation)
Exceedance Level:  90% (Dry
CVP Generation Project Use First Preference Reg & Res Purchases and Exchanges Base Resource
Additional
Estimated PU & FP PU&FP Ancillary Project Energy
Month CVvP Peak Project Use| First Pref.  First Pref. Ancillary PU Forward ~ Capacity Energy (This (This Services Capacity Available
Maximum  CVP Energy | Project Use (PU) Load | (FP) Peak (FP) Load Services |Purchase Off- Purchase  Purchase columnfor columnfor Purchase |Available for forBase Capacity
Capability Generation Demand Energy Demand Energy Capacity Peak Energy  Regmts. Regmts.  future use) future use) Regmt. BR Resource Factor
(MW) (GWh) (MW) (GWh) (MW) (GWh) (MW) (GWh) (MW) (GWh) (MW) (GWh) (MW) (MW) (GWh) (%)
Column A T B T ] D E | * G H T T T 7 | K [ € ] ™ N ] O [ P
Mar-2022 1200 160 55 30 26.6 19.8 182.0 0.0 0.0 0.0 0.0 936.4 110.2 15.8
Apr-2022 1090 240 65 35 28.7 20.6 182.0 0.0 0.0 0.0 0.0 814.3 184.4 31.4
May-2022 1455 240 85 50 28.3 21.0 182.0 0.0 0.0 0.0 0.0 1,159.7 169.0 19.6
Jun-2022 1400 360 60 40 28.9 20.8 182.0 0.0 0.0 0.0 0.0 1,129.1 299.2 36.8
Jul-2022 1410 360 190 130 26.9 20.0 182.0 0.0 0.0 0.0 0.0 1,011.1 210.0 27.9
Aug-2022 1210 290 155 100 24.0 7. 182.0 0.0 0.0 0.0 0.0 849.0 172.1 27.2
Sep-2022 1090 190 120 75 22.7 16.3 182.0 0.0 0.0 0.0 0.0 765.3 98.7 17.9
Oct-2022 975 150 100 75 245 18.2 182.0 0.0 0.0 0.0 0.0 668.5 56.8 114
Nov-2022 970 130 60 45 26.8 19.3 182.0 0.0 0.0 0.0 0.0 701.2 65.7 13.0
Dec-2022 1030 120 o5} 85 28.5 21.2 182.0 0.0 0.0 0.0 0.0 7245 13.8 2.6
Jan-2023 1040 110 105 120 28.4 21.1 182.0 0.0 0.0 31.1 0.0 724.6 0.0 0.0
Feb-2023 815 200 140 125 28.9 194 182.0 0.0 0.0 0.0 0.0 464.1 55.6 17.8
Total 13,685.0 2,550.0 1,230.0 910.0 323.3 235.9 0.0 31.1 1,435.2
Exceedance Level 50% (Average
CVP Generation Project Use First Preference Reg & Res Purchases and Exchanges Base Resource
Additional
Estimated PU & FP PU & FP Ancillary Project Energy
Month Maximum Peak Project Use| First Pref.  First Pref. Ancillary PU Forward  Capacity Energy (This (This Services Capacity Available
CvP CVP Energy | Project Use (PU) Load | (FP) Peak (FP) Load Services |Purchase Off- Purchase  Purchase columnfor columnfor Purchase |Available for for Base Capacity
Capacity Generation Demand Energy Demand Energy Capacity Peak Energy  Regmts. Regmts.  future use) future use) Regmt. BR Resource Factor
(MW) (GWh) (MW) (Gwh) (MW) (GWh) (MW) (GWh) (MW) (GWh) (MW) (MW) (GWh) (%)
Column A I B C_ | O E_ | F G H I T [ J | K [ T [ ™ N O | P
Mar-2022 1255 220.0 130.0 140.0 26.6 19.8 182.0 0.0 0.0 0.0 0.0 916.4 60.2 8.8
Apr-2022 1295 300.0 65.0 35.0 28.7 20.6 182.0 0.0 0.0 0.0 0.0 1,019.3 244.4 33.3
May-2022 1615 370.0 90.0 55.0 28.3 21.0 182.0 0.0 0.0 0.0 0.0 1,314.7 294.0 30.1
Jun-2022 1590 450.0 135.0 90.0 28.9 20.8 182.0 0.0 0.0 0.0 0.0 1,244.1 88912 879
Jul-2022 1680 450.0 210.0 130.0 26.9 20.0 182.0 0.0 0.0 0.0 0.0 1,261.1 300.0 32.0
Aug-2022 1515 420.0 205.0 120.0 24.0 17.e 182.0 0.0 0.0 0.0 0.0 1,104.0 282.1 34.3
Sep-2022 1345 330.0 165.0 105.0 22.7 16.3 182.0 0.0 0.0 0.0 0.0 975.3 208.7 29.7
Oct-2022 1235 250.0 150.0 125.0 245 18.2 182.0 0.0 0.0 0.0 0.0 878.5 106.8 16.3
Nov-2022 1225 210.0 145.0 135.0 26.8 19.3 182.0 0.0 0.0 0.0 0.0 871.2 55.7 8.9
Dec-2022 1285 210.0 160.0 155.0 28.5 21.2 182.0 0.0 0.0 0.0 0.0 914.5 33.8 5.0
Jan-2023 1305 220.0 105.0 130.0 28.4 21.1 182.0 0.0 0.0 0.0 0.0 989.6 68.9 9.4
Feb-2023 1080 250.0 150.0 140.0 28.9 194 182.0 0.0 0.0 0.0 0.0 719.1 90.6 18.7
Total 16,425.0 3,680.0 1,710.0 1,360.0 323.3 235.9 0.0 0.0 2,084.1
Notes:

1. For the AS (Column G), it was assumed that Western's total operating reserve obligation to be equal to the sum of spinning reserve of 134 MW and regulation of 48 MW on average monthly long term basis.

2. Delta pumping reduced to one pump. Pumping likely to remain at or near this level for next 7+ days. Reduced seasonal base flows on the Stanislaus River. Sacramento and Trinity rivers remain at base flow.
TRD diversions are minimized. American River releases awaiting improved Delta conditions to support cuts. Folsom Dam is spilling through March 2nd for combined WAPA and USBR power facility maintenance.
Base Resource will remain low for this period and may be unavailable at times. Ongoing transmission and generation maintenance will limit hourly maximums for BR allocation process.

3. Please use 90% study for all your analysis.



